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86" Interactive 4K UHD LCD Touchscreen with integrated annotation software

Share Your Vision with the ProLite TEB603MIS-B1AG; a perfect solution for educational and corporate use. Its 86" infrared 20-
point touchscreen with iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives, WPS office and
ScreenSharePro. It comes with dual touch pens, allowing users to annotate easily in 4K on files and on-screen content which
can be saved directly on a USB device, 32gig internal memory or on a connected cloud drive. The display supports playback of
presentations, high-resolution video and almost any other type of content.

The high-quality commercial IPS LCD screen with a 4K UHD resolution (3840 x 2160 - 8.3 megapixel), 350cd/m and a contrast
ratio of 1200:1 for vibrant, detailed and high-quality images from anywhere in the class or meeting room. The anti-glare coating
drastically reduces ambient reflection in high-brightness environments without compromising the sharpness and clarity of the
image. The screen has a 24/7 non-stop operating time and is equipped with an all-metal bezel, 4 mm thick hardened glass to
ensure long durability in high-use environments such as classrooms or meeting rooms.

Share, stream and edit content from any device directly on screen and transform your team meetings or lessons into an easy,
fast and seamless interactive session with the included WiFi module (OWMO001) and the ScreenSharePro app.

iiWare 8.0 (Android OS)

ilWare 8.0 obsahuje 6 rGznych aplikaci pro interaktivitu a
sdileni obsahu. Své poznamky si mlzete psat na displeji
ve 4K kvalité a zaroven si je ukladat. iiWare obsahuje
take webovy prohlize¢, spravce soubor(, aplikaci pro
spravu cloudovych jednotek, WPS Office pro soubory
sady Microsoft Office a ScreenSharePro. S
ScreenSharePro mohou uzivatelé sdilet, streamovat a
zachytadvat obsah z libovolného =zafizeni pfimo na
obrazovce a pfeménit tymova setkani Ci vyuku na
jednoduché, rychlé a bezproblémové interaktivni
¢innosti.

Slot PC

Preménte svlj displej na samostatné feSeni s PC
slotem*.

Uz zadné problémy s kabely ¢i samotnou montazi NUC
nebo PC k displeji. Jednoduse zasunte do zasuvky
ilyama PC (prodava se samostatné) a ihned za¢néte.

*Nevhodné pro pocitace s OPS slotem.
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https://iiyama.com/gl_en/products/owm001/

W%%QR%T?F&@N%&E%@?&W“ videa s vysokym

zlisenim a temer ja yp obsahu z USB flash
disku, online nebo interni paméti.
Design Thin bezel
Uhlopficka monitoru 85.6",217.4cm

Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast
Propustnost svétla
Dynamic contrast
Cas rekace

Uhel sledovani
Barevna podpora
Horizontalfrequenz
Vertikalfrequenz
Arbeitsflache H x B
Velikost bodi

Barva rdmecku

@ DOTYK

Touchscreen Technologie
Touchpunkte

Presnost dotyku

Metoda dotyku

Touch interface

Podporované 0S

IPS Direct LED, AG coated glass
3840 x 2160 (8.3 megapixel 4K UHD)
16:9

350 cd/m? typicky

1200:1 typicky

88%

4000:1

8ms

horizontalni/vertikdlni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dolG: 89°/89°
1.07B 10bit

30 - 80KHz

55-75Hz

1897 x 1068mm, 74.7 x 42"
0.4935mm

¢erna, matna

infrarot

20 (HID, pouze s podporovanymi OS)
+-2mm

stylus, prst, rukavice

UsB

VSechny monitory iiyama jsou Plug & Play a kompatibilni s Windows a Linuxem.
Podrobnosti o podporovaném operacnim systému pro dotykové modely naleznete
v instrukénim souboru ovladace, ktery je k dispozici v sekci Stazeni.

@ ROZHRANI / KONEKTORY / OVLADANI

Analogové vstupni porty

Digitalni vstupni porty

Audio input
Ridici vstup monitoru
Digitalni vystupni porty

Audio Out

HDCP

USB ports

@ VLASTNOSTI

VGA x1 (max. 1920x1080 @60Hz)

HDMI x3 (HDMI1 max. 3840x2160 @60Hz (YUV420), HDMI2&3 max. 3840x2160
@30Hz)
DisplayPort x1 (max. 3840x2160 @30Hz)

Mini jack x1

RS-232c x1
RJ45 (LAN) x1 (Internet for Android only)

HDMI x1 (2.0, 3840x2160 @60Hz)
S/PDIF (Optical) x1

Mini jack x1

Reproduktory 2 x 15W (max)

ano

x4 (2.0 x1, 3.0 x2 media playback / peripherals / storage (side), 3.0 x1
webcam/peripherals (top))
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Integrovany software

WiFi

Hardware

Extra

Kiosk Mode

Max. provozni doba
Prehravani médii
Tloustka skla
Tvrdost skla
Réamecek

Zamek klaves OSD

@ OBECNE

Jazyky OSD

Nastavitelné parametry

Plug&Play

Zaruka

@ MECHANICKE CASTI

Orientace
Bezventilatorovy design
VESA

Rozsah provozni teploty
Rozsah teploty v klidu
MTBF

@ ZAHRNUTE PRISLUSENSTVI

Kabely
Touch pen
Prirucky

Dalkové ovladani

@ POWER-MANAGEMENT

Napajeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST

Predpisy

iiWare 8.0 (Android OS) featuring Note, web browser, file manager, cloud drives,
WPS office and ScreenSharePro for wireless connection with
Windows/iOS/Android devices

ano

Dual core A73+A53 CPU, Quad core Mali G51 GPU, 4 GB RAM, 32 GB internal
memory, WiFi module (OWMO001)

slot PC, touch pen recognition, two touch pens
ano

24/7

ano

4mm

7H

metal

ano

EN, DE, FR, ES, IT, RU, CZ, NL, PL

general settings (input, volume, backlight), audio (volume, bass, treble, balance,
sound mode, mute), screen settings (aspect ratio, pixel shift), display settings
(brightness, contrast, hue, sharpness, display mode colour temp), adjust settings
(H-position, V-position, clock, phase, auto), settings (wireless & networks, share,
device, personal, system)

DDC2B

5 years (for details and eligible countries please check the Warranty section of our
website)

horizontalni
ano

800 x 600mm
0°C-40°C
-20°C-60°C

50.000 hours (bez podsviceni)

napéjeci, USB, HDMI
x4 (93 X2 & @7 x2)
uzivatelsky manudl, instrukce bezpec€nosti

ano (vCetné baterie)

interni
AC 100 - 240V, 50/604Hz
411W typisch, 0.5W odpocinek

CB, CE, TUV-Bauart, CU
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Energeticka tfida

Jiné
@ ROZMERY / HMOTNOST

Rozméry vyrobku S x V x D
Rozméry baleni S x V x D
Véha (bez baleni)

EAN code

C

Dosazeni SVHC nad 0,1% olova

1961 x 1145 x 86mm
2123 x 1345 x 280mm
68.4kg
4948570117031

0
568.0

1574.5
1149.5 |
L o : T
w|o|o|
QNS
4xM8 SCREW HOLE
(DP=18.5mm~~26.0mm)
1ea02 [RECOMMENDS USING M8x25 SCREWS]
||
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m EVROPSKA ZNACKA ENERGETICKE EFEKTIVITY

Manufacturer

Model

Energeticka tfida

Viditelny diagonalni obraz
Spotfeba energie béhem provozu
Rocni spotreba energie
Napajeni v pohotovostnim rezimu
Power in OFF Mode

Rozliseni

iiyama

ProLite TE8603MIS-B1AG

C

217cm; 85.6"; (86" segment)
410.9W

600kWh/Jahr*

0.5W odpocinek

0.5W vypnuty

3840 x 2160

This is information under Regulation (EU) No 1062/2010.*Based on the power consumption of the television operating 4 hours per day for 365 days. The actual energy consumption will depend on how the television is used.

VSechny ochranné zndmky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu 1S0-9241-307:2008 v

oblasti poctu vadnych pixeld.
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