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50" profesionalni displej pro digitalni znaceni, s 4K UHD rozliSenim

Toto feSeni iilyama nabizi inteligentni zobrazovaci modul Intel® Smart Display Module v tomto $tihlém provedeni, s jasem
500cd/m?, ktery mGze pracovat 18/7 v rezimu na Sitku i na vysku. Diky Androidu OS si miZete snadno pfizpUsobit displej
instalaci aplikaci pfimo do néj, coz z néj ¢ini idealni feSeni pro digitalni znaceni a komunikaci v obchodé.

FailOver OFF ¢/ FailOver ON

Android OS

Diky opera¢nimu systému Android a moznosti instalace
webovych aplikaci miZete pfizplsobit zafizeni podle
svych predstav.
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@ CHARAKTERISTIKA OBRAZU

Design

Uhlopricka monitoru
Panel

Nativni rozliSeni
Format obrazu

Jas

Kontrast

Cas rekace (GTG)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflache H x B
Sitka ramecki (strany, nahore, dole)
Velikost bodl

Barva ramecku

Thin bezel

49.5",125.7cm

VA, haze 2%

3840 x 2160 @60Hz (8.3 MegaPixels 4K UHD)
16:9

500 cd/m?

4000:1

8ms

horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dolG: 89°/89°

1.07G (8 Bits+FRC)

30 - 80kHz

1095.8 x 616.4mm, 43.1 x 24.3"
14.9mm, 14.9mm, 14.9mm
0.285mm

¢erna, matna

@ ROZHRANI / KONEKTORY / OVLADANI

Analogové vstupni porty

Digitalni vstupni porty

Audio input

Ridici vstup monitoru

Digitalni vystupni porty
Audio Out

Ridici vystup monitoru

HDCP

USB ports

@ VLASTNOSTI

Integrovany software
WiFi

Hardware

Extra

Max. provozni doba
Anti image retention
Prehravani médii

Ramecek

@ OBECNE

Jazyky OSD

VGA x1 (DVI-: VGA+DVI)

DVI x1 (max. 1920x1080 @60Hz)
HDMI x3 (v.2.0, max. 3840x2160 @60Hz)
DisplayPort x1 (v.1.4, max. 3840x2160 @60Hz)

Mini jack x1 (3.5mm)

RS-232c¢ x1 (2.5mm sub-mini jack)
RJ45 (LAN) x1
IR x1 (3.5mm stereo mini)

DisplayPort x1 (max. 3840x2160 @60Hz, MST-out Daisy Chain)

Mini jack x1 (3.5mm)
Reproduktory 2 x 10W

RS-232c x1
IR smycka x1 (3.5mm stereo mini)

v.2.2
x2 (v.2.0)

Android 0S 8.0 (Full HD), EShare, iiSignage
volitelny

CPU: MTK96+MSB6000, CA73*2+A53*2, Memory: 3GB DDR4, Storage: 32GB
eMMC

Intel® SDM-L, micro SD card slot, OTA firmware update
18/7

ano

ano

metal

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

29.02.2024 20:31:11



Kontrolni tlacitka

Nastavitelné parametry

Plug&Play

@ MECHANICKE CASTI

Orientace
Bezventilatorovy design
VESA

Rozsah provozni teploty
Rozsah teploty v klidu
MTBF

@ ZAHRNUTE PRISLUSENSTVi

Kabely
Prirucky
Ostatni

Dalkové ovladani

@ POWER-MANAGEMENT

Napdjeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST

Predpisy
Energeticka tfida (Regulation (EU) 2017/1369)

@ ROZMERY / HMOTNOST

Rozméry vyrobku § x V x D
Rozméry baleni $ x Vx D
Vaha (bez baleni)

Vaha (s balenim)

EAN code

Power, Mute, Input, Plus, Minus, Up, Down, Menu

picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), screen (H. position, V. position, clock, clock phase, zoom mode, custom
zoom, auto adjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync), configuration 1 (switch on state, panel saving, RS232-routing, boot on
source, configuration 1 reset, factory reset), Configuration 2 (OSD turn off, OSD H-
Position, OSD V-position, rotation, information OSD, logo, monitor ID, monitor
information, HDMI version, configuration 2 reset), Advanced option (IR control,
Power LED light, keyboard control, off timer, date and time, schedule, language,
0SD transparency, power save, SDM settings, FailOver, advanced option reset),
android settings (ethernet, signage display, system tools, apps, display, security,
date & time, developer options, about)

DDC2B

horizontalni, vertikalni
ano

400 x 400mm
0°C-40°C
-20°C-60°C

50.000 hours (bez podsviceni)

napéjeci, HDMI, RS-232c¢
uzivatelsky manudl, instrukce bezpecénosti
Stickers for screw holes

ano (vCetné baterie)

interni
AC 100 - 240V, 50/60Hz
147W typisch, 0.5W odpocinek, 0.5W vypnuty

CE, TUV-Bauart, EAC, RoHS support, ErP, WEEE, REACH, UKCA
G

1128.4 x 649 x 63.5mm
1230 x 800 x 142mm
14.8kg

18.5kg
4948570118588
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VSechny ochranné znamky jsou registrovany a chranény. Vyhrazené prévo na zmény. Veskeré ploché panely LCD splnuji normu 1S0-9241-307:2008 v

oblasti poctu vadnych pixeld.
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