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@ KIJELZG JELLEMZOI

Atlé

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Specialis kontraszt
Valaszidé6 (GTG)
Latotér

Szin tamogatas
Horizontalis szinkronizalas
Lathato teriilet Sz x M

Pixel magassag

27",68.5cm

IPS Panel Technology LED, matte finish
2560 x 1440 (3.7 megapixel)

16:9

350 cd/m?

1000:1

5M:1

5ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
1.07B 10bit (8bit + Hi-FRC)

30 - 89kHz

596.7 x 335.7mm, 23.5 x 13.2"
0.233mm

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Jelbemenet

USB HUB

@ JELLEMZOK

Extra
0SD nyelvek
Vezérlégombok

Felhasznaléi vezérlok

Hangszérok

@ MECHANIKUS

Hajlasszog

VESA allvany

@ TARTOZEKOKAT TARTALMAZZA

Kabelek

Egyéb

@ ENERGIAGAZDALKODAS

Tapegység
Aramellatas
Energiafogyasztas

Aramfogyasztas

DVI x1
HDMI x1
DisplayPort x1

x0

supports FreeSync™ Technology, DisplayPort: 2560x1440@70Hz
EN, DE, FR, ES, IT, PT, CN, RU, JP, CZ, NL, PL
Power, Menu/ Select, +/ Volume, -/ ECO, Exit, Input

picture adjust (contrast, brightness, OD, ACR, ECO, blue light reducer), input select,
audio adjust (volume, mute, digital audio), colour adjust, image adjust (sharpness,
video mode adjust), language, setup (OSD position, OSD time out, opening logo,
auto power off, FreeSync), display information, reset

2x2W

22° fel; 5° le
100 x 100mm

aramellatas, USB, HDMI, DP

gyors lizembe helyezési Gtmutatd, biztonsdgi Gtmutaté

belsé
AC 100 - 240V, 50/60Hz
33W jellemz6, 0.5W készenlét, 0.5W kikapcsolva

0.5W készenlét
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@ FENNTARTHATOSAG

El6irasok CE, TUV-GS, RoHS tdmogatas, ErP, WEEE, CU, HATOTAVOLSAG
REACH SVHC 0,1% felett: Vezet

@ MERETEK / SULY

Termék méretei Sz x H x M 611 x 397 (527) x 230mm

Stily (doboz nélkiil) 6.1kg

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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