o0
HnHvyama ProLite LH10551UWS-B1AG

105" Professional SKUW Display
for specialised 21:9 panoramic
commercial signage

Experience a true 21:9 Panoramic Ultra-Wide view for all
your conten with the jaw dropping 105" displays of iiyama.
This super sleek thin bezel design display shows vibrant
and larger than life imagery and videos using 5SKUW

EL]
1 05 resolution to make the difference.

Whether installed in mission critical control room facilities
- OrESswwe or vibrant digital signage for high end retail spaces, this
iiyama 105" large format display offers businesses an
easy and effective solution to help capture their
audience's attention. Designed to perform in continual,
around the clock environments, the LH10551UWS-B1AG
can be installed and utilised in landscape and portrait
orientation to create the most stimulating imagery in any
space.
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—— JELLEMZO6K

Flexible Orientation

The ability to position the displays in landscape
or portrait orientation means you can make the
most of any space and bring your messaging,
advertisements, videos and safety information
to your audience.

Full HD VA

2160 px

5120 px

21:9 Ultra-Wide Screen

With an ultra-wide aspect ratio, this professional
display provides an expansive canvas to
accommodate panoramic commercial signage.
The 21:9 Ultra Wide format is also the perfect
optimisation for your content capabilities,
enhancing our messages and simultaneously
attracting your audience on a larger scale.

5K - 11 Mega Pixels

Experience stunning visuals on this IPS panel
with 5KUW resolution (5120x2160), offering
crisp and clear images for a truly immersive
viewing experience.

USB-C Connection

Delivers the latest in video, audio and Touch
signal, all through one port.
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—— SPECIFIKACIO

@ KIJELZO JELLEMZOI

Dizajn

Atlé

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Valaszid6 (GTG)
Latotér

Szin tamogatas

Horizontalis
szinkronizalas

Lathato teriilet Sz x M
Pixel magassag

Kava szine és feliilete

Vékony kava

104.7",265.9cm

IPS, AG coated glass, matte finish

5120 x 2160 @60Hz (14.75 megapixel, 5SKUW)

219

500 cd/m?

1200:1

8ms

horizontalis/vertikdlis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
1.07G (8 Bits+FRC) (NTSC 85%)

30 - 140kHz

2450 x 1033.6mm, 96.5 x 40.7"
0.479mm

fekete, matt

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Digitalis jelbemenet

Monitor vezérlé
bemenet

Digitalis jelkimenet

Audio kimenet

HDCP

USB HUB

@ JELLEMZOK

Hardver
Extra

Max. non-stop
lizemidé

Anti képmegorzés

Video fal / daisy chain
lanc

Haz (kava)

@ ALTALANOS

HDMI x1 (2.0, max. 3840x2160 @60Hz)
DisplayPort x1 (1.4, max. 5120x82160 @60Hz)
USB-C x1 (2.0 (signal only), 5120x2160 @60Hz (DP 1.4 Alt mode))

RJ45 (LAN) x1 (Supports RS232c over Ethernet only)

DisplayPort x1 (1.4, max. 5120x02160 @60Hz, SST (Single Stream Transport ) Screen
Mirror)

S/PDIF (Optikai) x1
Mini jack x1 (3.5mm)
Hangszorok 2 x 10W

v.2.2

x4 (2.0)

RAM: 256MB, ROM: 16MB
OPS PC Slot

24/7

igen

Yes, Daisy Chain (SST format)

fém
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Képernyén megjelené EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL
nyelvek

Vezérl6gombok Menu, Up, Down, Volume +, Volume -, Mute, Power, Power Indicator, Remote Sensor

Felhasznaléi vezérl6k picture (brightness, contrast, sharpness), Audio (treble, bass, balance, speakers, volume),
0SD setup (language, OSD H-Position, OSD V-position, transparency, OSD timeout, 0SD
rotation), advanced settings (colour temp., custom colour temp., gamma), general
settings (power management, LED, RC lock, picture format, factory reset), other settings
(source input, DP-OUT mirror, LAN, SW version)

Plug&Play DDC2B

@ MECHANIKUS

Tajolas tajkép, portré

Ventilator nélkiili igen
kialakitas

VESA allvany 1500 x 600mm

Miikodési homérséklet 0°C-40°C
tartomany

Tarolasi hémérséklet -20°C-60°C
tartomany

MTBF  50.000 éra (kivéve hattérvilagitas)
@ TARTOZEKOKAT TARTALMAZZA

Kabelek aramellatas, HDMI, RS-232¢
Utmutatok gyors lizembe helyezési Gtmutaté, biztonsagi Gtmutatd
Egyéb Stickers for screw holes, wire buckles

Taviranyité igen (elemeket tartalmazza)

@ ENERGIAGAZDALKODAS

Tapegység bels6
Aramellatdas AC 100 - 240V, 50/60Hz
Energiafogyasztas 247W jellemz6, 0.5W készenlét, 0.3W kikapcsolva

Aramfogyasztds 0.5W készenlét

@ FENNTARTHATOSAG

Elgirasok CB, CE, TUV-Bauart, EAC, RoHS tdmogatas, ErP, WEEE, HATOTAVOLSAG, UKCA

Energiahatékonysagi G
osztaly ((EVU)
2017/1369 rendelet)

@ MERETEK / SULY

Termék méretei SzxH 2487.4x1070.6 x 99.7Tmm
xM

Doboz mértei Szx Hx 2683 x 1407 x 339mm
M

Stly (doboz nélkiil)  60.14kg
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Suly (dobozzal) 88.7kg

EAN kéd 4948570121977
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—— GALERIA

105" fivama

Prolis
LH1O551UWS-B1AG

105°

PolLie 1AG f:_-fnitéégs IUWS-B1AG

LH1O55 TIUWS-B

fivama

105’ -
]05" liyama

ProlLite
LH1O0S51UWS-81 A5

105"

Fro ke
LH1O0S55 1UWS-85 1

EmtE i wusaras iivama

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with 1SO-
9241-307:2008 in connection with pixel defects. © IYAMA CORPORATION. ALL RIGHTS RESERVED
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